
Program Settings Lane, conditioner and cleaner settings 7 3 10 10 3 7
60

Program # 4 Lane type and brand Synthetic Active FA-010

Program Name WTBA Athens Vågan Lane age 19

Program Creator Jim Tore Jakobsen Conditioner Brunswick Defy 55
Creation Date 16/08/2017 Cleaner type and ratio Brunswick Max20 20:1

Buffer settings Short Run Settings 50

Mode
Pass 1 Pass 2 Mode Off

Double Double Turn-around distance
45

Distance - Ft.
Forward Reverse Forward Reverse Strip Settings

40 40 28 22 Mode Full

Oil settings
Start - Ft.

40
Pattern symmetry Asymmetrical

Mode
Pass 1 Pass 2 Cleaner Pad 

Distance - Ft. 61.5 35
Double Double

Distances - Ft. Forward Reverse Forward Reverse Vacuum On Start

Left outside 5.9 0 0 16 30Cleaner Flow Settings
Left track 14 30 0 20 In oil % 70
Left inside 30 34 27 22 Back lane % 50 25
Right inside 30 34 27 22

Graphic view settings
Right track 14 30 0 20

Style Original
Right outside 5.9 0 0 16 20
Transfer Rate % 12 19 27 39

Speed settings 15
Pass 1 Pass 2

Forward Reverse Forward Reverse
10Travel High High High High

Condition Medium Medium Medium Medium

Strip Low 5

Approx ratio 3.65:1 7 3 10 10 3 7


